
16 good reasons why your next
electrically powered air ventilation

blower for use in hazardous locations
should be a General Model EP8HL.

Specifications subject to change without notice or obligation.
Names depicted are the registered trademarks of their respective owners

Totally enclosed, non vented
(TENV), explosion proof motor,
designed specifically for the 
application.

1/3 HP electric motor with 
1.5 service factor. Runs cooler.
Delivers longer service life.

Self-contained, ON/OFF switch
eliminates costly, externally 
mounted switch assembly.

Heavy gauge, aluminum frame
resists abuse and damage. Meets
sparkproof requirements.

Flow thru ventilation helps
motor run cooler by dissi-
pating heat.

Power cord material meets
the more stringent CSA
hazardous location 
certification requirements. 

Designed and manufactured to meet
the more stringent Canadian Standards
Association (CSA) hazardous location
certification requirements. 

All metal squirrel type blower wheel.
Sparkproof design. No warping or crack-
ing with use. 

Spark proof fasteners.

Statically conductive
duct clamping system. 

Sparkproof inlet and exhaust
screens. Meet CSA and OSHA
requirements.

Air flow rates tested and 
certified by an independent 
testing laboratory.

Auxiliary grounding strap
clamp area provides 
redundency system for
dissipating static electricity.

Cast aluminum blower housing. 
Sparkproof construction with no
seams or spotwelds to break.

Aluminum data plates.
Meets hazardous location
requirements.

Balanced carry handle.
Sparkproof, comfortable
and functional.

Form: GEF28040407


